8 X 2 LINE 
COMMON MODE CHOKE 


Designed for Quad Port T1/E1 Applications 


Pulse 


A TECHNITROL COMPANY 


In 


@ For Quad Port T1/E1 applications 

@ Meets high performance EMI reduction required for 
Multiplexers, Channel Routers and ISP Servers 

@ Common mode attenuation from 100 KHz to 500 MHz 

@ Tape & Reel and Tube packaging available 

@ |C grade transfer-molded package with patented 


interlock base construction for high reliability 


Electrical Specifications @ 25°C 
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WRIGHT cccec ceeded 4.0 grams ; jong: Inches 
Tape & Reel ............ 250/reel Dinenslene: mm 
NODS pcs ceccaceeetcaans 15/tube Unless otherwise specified, all tolerances are + “ 
For More Information : 
Corporate Europe Asia Distributor 
12220 World Trade Drive 1 & 2 Huxley Road 150 Kampong Ampat 
San Diego, CA 92128 The Surrey Research Park #07-01/02 
Tel: 619674 8100 Guildford, Surrey GU2 5RE KA Centre 
FAX: 619 674 8262 United Kingdom Singapore 368324 
http:/Awww.pulseeng.com Tel: 44 1483 401700 Tel: 65 287 8998 
Quick-Facts: 619 674 9672 FAX: 44 1483 401701 FAX: 65 280 0080 


Performance warranty of products offered on this data sheet is limited to the parameters specified. Data is subject to change without notice. Other brand and product 
names mentioned herein may be trademarks or registered trademarks of their respective owners. 
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